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T o r q u e  m o t o r  R M I  1 3 0

Torque motor RMI 130

T o r q u e  m o t o r  R M I  1 3 0

T e c h n i c a l  d a t a :  s i z e  R M I F 1 3 0 - x x x L - 1 V 3 S 

Stack length L1 Unit 015L 060L 120L 360L

Torque constant km Nm/A 1,642

Voltage constant ke Vs 1,340

Back emf Uipk V@1000rpm 140

Terminal inductance Ltt mH 3,017 0,353 0,143 0,040

Terminal resistance Rtt Ω 2,321 0,317 0,136 0,041

Maximum power Pmax kW 13 70 141 426

Maximum torque Mmax Nm 47,1 188 376 1.130

Maximum current Imax A 32 128 256 768

Thermal resistance Rth K/W 0,061 0,046 0,027 0,010

Continuous stall  torque M0 Nm 29,32 91,47 181 547

Continuous stall current I0 A 17,9 55,7 110 333

No-load speed n0 rpm 3.990

Number of poles 2p - 30

Rated torque Mn Nm 20,15 77,51 150 444

Rated current In A 11,6 47,2 91,4 270

Rated speed nn rpm 5.000 3.850 3.850 3.850

Motor inertia J kgcm² 12,67 50,66 101,33 304

Motor mass frameless m kg 2,401 9,602 19,204 57,612

Dynamic factor rad/s² 36.000

M o t o r  c h a r a c t e r i s t i c :  s i z e  R M I F 1 3 0 - x x x L - 1 V 3 S 

R M I F 1 3 0 - 0 1 5 L - 1 V 3 S R M I F 1 3 0 - 0 6 0 L - 1 V 3 S

R M I F 1 3 0 - 1 2 0 L - 1 V 3 S R M I F 1 3 0 - 3 6 0 L - 1 V 3 S

C h a r a c t e r i s t i c s  a n d  n o m i n a l  v a l u e s : 

The conditions for the following nominal values are

•  DC bus voltage of 560 V (400 VAC)
•  ambient temperature of 40 °C 

•  maximum winding temperature of 140 °C (In.CL.F)
•  liquid cooling with water-antifreeze

D i m e n s i o n s  o f  t h e  f r a m e l e s s  m o t o r :

•  with potted stator
•  user manual available on request
•  option: customized dimensions

O p t i o n s  o f  c u s t o m i z a t i o n : 

D e t a i l e d  i m a g e s :

•  voltage range from 5 – 750 V
•  demand of speed, current and power
•  stator frequency up to 2400 Hz 
•  temperature range -55 °C – +260 °C
•  explosion proof increased safety

•  vacuum 10-9 mbar, inert gas atmosphere
•  radhard, dose 3 - 10 - 100 MGy-Si
•  cooling: liquid, fan, air, oil
•  certification on demand UL, Ex, CE
•  motor with housing, encoder and brake


